
 Cast Aluminum 
Post 

6 ½” Bolt Circle 

3 FT  10 IN 

Ht. Cat. # 

3’10” 6504 

3’10” 6504 LR 

Ht. Cat. # 

5’8 6506 

5’8 6506LR 

Cast Aluminum  

6 ½” Bolt circle 

5 FT 8 IN 

Page #104 Section G 

A l u m i n u m  P o s t s

Top section gauge .125 

Optional 

2 top pieces 

welded on  

heavy gauge 
pole only, 

add $150.00 

Smooth Top 0.50 Gauge 

Smooth Top .125 Gauge 

Fluted Aluminum post 
with Cast Base and 

Access Door 

Ht. Cat. # 

6 ft. 7706 

7 ft. 7707 

8 ft. 7708 

10 ft. 7710 

12 ft. 7712 

3” Outside Diameter 
of Pole. Bottom Cast 

Aluminum. Black 
Standard. Other 

Colors on Request 
Add LR For Ladder 

Rest 

Square  
Aluminum Post 

Ht. Cat. # 

7’ 6407 

7’ 6407 SB 

8’ 6408 

8’ 6408 SB 

10’ 6410 

10’ 6410 SB 

12’ 6412 

12’ 6412 SB 

14’ 6414 

14’ 6414 SB 

16’ 6416 

16’ 6416 SB 

18’ 6418 

18’ 6418 SB 

20’ 6420 

20’ 6420 SB 

8 ½” Bolt 
Circle 

Top section gauge .050 

Ht. Cat. # 

6 ft. 8806 

7 ft. 8807 

8 ft. 8808 

10 ft. 8810 

12 ft. 8812 

 

6 ft. 8836 

7 ft. 8837 

8 ft. 8838 

10 ft. 8840 

12 ft. 8842 

14 ft. 8844 

16 ft. 8846 

10” bolt circle, 11” base 

Top .050 Gauge. 
3” Diameter of top Post. 
Bottom Cast Aluminum 

with access door. 
Black Standard. Other 
Colors available Upon 

Request. 

Ht. Cat. # 

7’6” 6508 

7’6” 6508 LR 

All cast aluminum  
10” bolt circle 

base diameter 11” 

4” Outside Diameter of 
Pole..125 Gauge. Adapter 

for 3” Holder. Black 
Standard. 

Other Colors on request.

Smooth Aluminum 
Top with Cast 

Aluminum Base and 
Access Door. 

3” Outside Diameter of Pole. 
Bottom Cast Aluminum. Black 

Standard. Other Colors on 
Request 

Add LR For Ladder Rest 

Ht. Cat. # 

6 ft. 7806 

7 ft. 7807 

8 ft. 7808 

10 ft. 7810 

12 ft. 7812 

 

Ht. Cat. # 

6 ft. 7836 

7 ft. 7837 

8 ft. 7838 

10 ft. 7840 

12 ft. 7842 

Welded top section,  

single piece post  

.125 gauge only,  

add $150.00 

Ht. Cat. # 

6 ft. 8706 

7 ft. 8707 

8 ft. 8708 

10 ft. 8710 

12 ft. 8712 

Fluted Top Section  
gauge .050 

10” bolt circle 
base diameter 11” 


